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SPD-6U Stepping Motor Driver

Description: SPD-6TT 15 a uni-polar bi-level stepping motor
driver, designed for low electrical noise, high stepping rates
and high efficiency (low heat generation). Any 5, 6, or 3
lead, four phase stepping moter can be comected,

Parti: SPD-6T7

Specifications:
Part Mumber: SFD-6U
FPhysical size:; Module, 17" Wide, 7.0" High, 120" Deep

Module Connections: 80 pin PCE type edge connector
Powrer Connections: ABWVAC
MWotor Connections: 5,6, or 8 lead Stepping Motors

Limit Inputs; Twio inputs, front panel limits status display
Home Inputs: One input, front panel home status display
ldle Current; Internal low voltage jumper setting

Mominal Low Voltages: 46,510 (Vaolts)

Funning Current; Selectable; 051,234 .56 Ampsiyinding
Status output: TTL, High when normal

SPC-2 Interface Module

Description: The SFC-2 mterface module prowdes three front panel
connectors where and eight channel external mdexer/controller can be
connected. Tt 1s designed to be plugged into the interface slot of the SP
systemn enclosure (SPE-9).

Parti#: SPC-2




SPR-9 Equipment Rack

Description: The SPE-2 equipment rack provides
housing an internal connections for plug-in Step-FPak
todules as well as connectors for the external
connections. The rack accommedates up to sight drove
modules and one mdexerfinterface module.

Part#: SPES

Specifications:
Fart Mumber: SPR-9
Fhysical Size:; W19t AL 1T

Fower Connections: 48 VAC Heawy Duty Screw Terminal
MWotor Connections:  Eight ELCO Type 8016 series - 20 Pin
MWating Connector,  ELCO, PN 00-8016-020-000-803 or equiv.
Insert Pin: ELCO, PN 680-8017-03-13-00-339 or equiv.
Connections: Encoders - DES Female

Encoder Power - Phoenix 2 Pine male

Limit Power - Phoenix 2 Pine Male

SPT-8R Power Supply

Description: The ZFT-2E Isolation transformer provides
power to the SPR-9 Step Pak Modules.

Part#: SPT-ER

Specifications:

Part Mumber: SPT-EE

Physical Size: W 19" H 7" L 17"

Power Connections: 45 VAC Heawy Duty Screw Terminal
Motor Connections: Eight ELCO Type 8016 series - 20 P
Mating Connector: ELCO, PN 00-8016-020-000-603 or equiv.
Insert Pin: ELCO, P.I. 60-8017-03-13-00-332 or equiv,
Connections: Encoders - DE9 Female

Encoder Power - Pheoniz 2 Pine male

Limit Power - Pheoniz 2 Pine Iale




